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Brief of

Adopted

Make/Model:
Engine Make/Model:

Aircraft Damage:
Number of Engines:

Operating Certificate(s):

Fatal Serious Minor/None
Crew
Pass

Last Depart. Point:
Destination: 

Airport Proximity:

Condition of Light:
Weather Info Src:

Basic Weather:
Lowest Ceiling:

Visibility:
Wind Dir/Speed:

Temperature (°C):
Precip/Obscuration:

Pilot-in-Command Age:

Certificate(s)/Rating(s)

Flight Time (Hours)

Total All Aircraft:
Last 90 Days:

Total Make/Model:
Total Instrument Time:

Printed on : 10/11/2014 08:09:56 PM

Accident

01/29/2009

DFW08LA144B
File No. 24902 05/15/2008 Roanoke ,TX Aircraft Reg No. N8295X Time (Local): 14:15 CDT

Piper/PA-28-161
Lycoming / O-320
Substantial
1
None
Instructional
Part 91: General Aviation

DENTON, TX
ROANOKE, TX
On Airport/Airstrip

0 0 2
0 0 0

Day
Pilot
Visual Conditions

10.00 SM
360 / 010 kts
28

                                   No Obscuration; No Precipitation

*** Note: NTSB investigators may not have traveled in support of this investigation and used data provided by various sources to prepare
this aircraft accident report. ***

While landing, a low-wing airplane collided with a departing high-wing airplane. The high-wing airplane was on the takeoff roll and the
low-wing airplane was in the landing flare when the collision occurred.  Both airplanes came to rest upright on the runway with the low-
wing airplane on top of the high-wing airplane.  All three pilots were able to exit unassisted.  The high-wing airplane was departing for a
local flight and the low-wing airplane was on an instructional flight.  The pilot of each airplane reported that they had transmitted their
position/intentions on the common traffic control frequency (CTAF).  In addition, the pilots reported not seeing the other airplane before
the collision occurred.  The runway's threshold was displaced 320-feet due to trees, which were approximately 50-feet tall, located just
south and along the approach path.  The pilot of each airplane reported that the trees contributing to the accident.  According to 14 CFR
91.113, Right-of-way rules: Except water operations, "Aircraft, while on final approach to land or while landing, have the right-of-way
over other aircraft in flight or operating on the surface, except that they shall not take advantage of this rule to force an aircraft off
the runway surface which has already landed and is attempting to make way for an aircraft on final approach."
Updated  at Jan 29 2009  5:56PM

Airport Name:
Runway Identification:

Runway Length/Width (Ft):
Runway Surface:

Runway Surface Condition:

Northwest Regional Airport
35
3500 / 40
Asphalt
Dry

23

Flight Instructor; Commercial; Single-engine Land

Airplane

654
201
12
83

Type of Flight Operation:
Reg. Flight Conducted Under:

giuv
Instrument Ratings



Brief of

 

DFW08LA144B
File No. 24902 05/15/2008 Roanoke ,TX Aircraft Reg No. N8295X Time (Local): 14:15 CDT

OCCURRENCES

Landing-flare/touchdown - Runway incursion veh/AC/person
Landing-flare/touchdown - Ground collision

FINDINGS

Personnel issues-Psychological-Attention/monitoring-Monitoring other aircraft-Pilot of other aircraft - C
Environmental issues-Physical environment-Object/animal/substance-Tree(s)-Effect on operation - F

Findings Legend: (C) = Cause, (F) = Factor

Accident (Continued)

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows:
The departing pilot's inadequate visual lookout.  Contributing to the accident was the trees/visual obstructions along the runway’s
approach path.


